
With heavy duty chassis components, the Feedking is suitable for carrying up to 2.5 tonne of load and a 
galvanised construction provides longevity of service life. The electrics and door actuator are powered 
by the towing vehicle via a standard 7 pin plug while a remote control enables the user to wirelessly 
operate the bin doors. 

SPECIFICATIONS 
Overall Length: 4400mm 
Overall Width  2450mm 
Overall Height:  2350mm 
Auger Height:  3200mm 
Auger Reach:  1000mm 
Electric Brakes: Front Axle 
Power Plant:  Honda GX390 11HP 
Suspension:  Rocker Roller 

FEEDKING Bulk Handling Operation 
The Paton Feedking is now available as a single bin option as well as the popular dual bin model. With 
2.5 tonne capacity the updated Feedking range also features an hydraulic drive auger enabling superior 
performance. Perfect for a one person operation, the on-board hydraulic system folds out the auger 
with the pull on a lever, minimising manual handling. 

Buy Local - Paton 100% Australian made and owned 



TOP OF AUGER CONTROLLER 
This optional auger controller gives you added control enabling you to turn on and 
off the auger screw from the platform of your seed drill. 

 

ELECTRICS 
All electrical components such as the door opening actuators and the scale weighing 
system(optional) are run through the standard 7 pin plug coming from the towing 

vehicle.  

 

HYDRAULIC SYSTEM 
The onboard hydraulic system lifts the auger into position and is the power drive for 
the auger screw. This means dense materials such as fertiliser can be used without 
load stalling and belt slip. Hydraulics are a reliable, strong, and low maintenance 
system because they have less moving parts.  

 

OH&S COMPLIANT 
The Feedking operation requires no manual handling and is fully automatic on all 
levels of operation. Hydraulics do the heavy lifting while electrical wireless toggles 
operate the opening and closing of feed doors. Operator safety has been a focus of 
design. 

 

FEEDKING Bulk Handling Operation 

Buy Local - Paton 100% Australian made and owned 

WIRELESS TOGGLE/REMOTE 
This toggle controls the doors underneath the bins and are either open or shut with 
the press of a button. This means you can be on the top of your seed drill or in the 
cabin of your ute and the flow of material will stop or start on command. These have 

a range of 30 metres and are a very reliable tested device. 
 

MANUAL FLOW RATE DOORS 
At the bottom of each bin there are doors that can be manually set to control the 
flow rate coming from each bin. So when you only want material from the first bin, 
you close the opening to the second. If you want to mix the materials from each bin 
you have both doors open to your desired amount. 

 


